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STIHL Power Tool 


STIHL — founded in 1926, devel- 
oped following the II World War 
in a matter of less than two 
decades, to the leading chain 
saw manufacturer in the world 
today. With an export share of 
more than 80% of its production, 
STIHL and its products are repre- 
sented in more than 126 coun- 
tries. The STIHL sales organiza- 
tion covers a network of 25,000 
dealers, 


STIHL has more than 40 years of 
experience in the design and 
production of power chain saws, 
guide bars und saw chains. The 
entire STIHL chain saw is really 
homogenious in performance 
and precision engineered. 
Chains and guide bars are 
manufactured in STIHL'’s own 
facilities and therefore can be 
precisely adjusted and matched 
to each individual saw model. 

|In addition to power chain saws 
STIHL’s line of products includes: 
Power earth augers and drills, 
cut-off saws, brush cutters, mist 
blowers and tilting saws. STIHL 
has more than 2000 employees 
in its 4 production plants to pro- 
duce them. 


The photo taken from the plane 
shows plant I, the parent factory. 
It is situated in the lovely Rems 
Valley near Waiblingen — only 
about 7 miles (12 km) from Stutt- 
gart. In this plant STIHL produces 
the drive units of the STIHL pow- 
er chain saws and of the other 
agricultural and forestry 
machines. Here you will also find 
the big warehouse containing 
both raw material and various 
finished parts. The Engineering 
Departments and Executive — and 
Administration Offices are locat- 
ed in the modern, tall building. 


STIHL = always a 
step ahead. 


Even in the earliest years, 
research has been the main 
concern at STIHL. STIHL became 
the true pioneer in chain saw 
development. Here are a few ex- 
amples: AV-handle, and system, 
automatic chain lubrication, elec- 
tronic ignition, the Oilomatic 
chain and the QuickStop chain 
brake with split clutch. 


STIHL developed 
the AV-System to 
eliminate vibration. 


Saw engines and rotating chains 
cause vibration. This cannot be 
avoided. The Anti-Vibration Sys- 
tem (protected for STIHL by 
patents) through carefully and 
exactly determined buffer 

areas, practically absorb these 
harmful vibrations in STIHL-AV 


saws. 

The STIHL-AV handle and system 
is another reason why profes- 
sionals all over the World insist 
on STIHL chain saws. They let 
you cut longer and more effi- 
ciently with less fatigue. 


STIHL-QuickStop, 
the chain brake 
with the split clutch 
makes cutting 

so much safer. 


Even the most experienced cut- 
ter can have occasions, where 
the chain saw suddenly kicks 
back. In such a case the chain 
brake acts instantaneously: The 
chain is stopped in the same split 
second — without running on. 

The engine, however, is not affect- 
ed by this. A special split clutch 
interrupts the engaged power bet- 
ween crankshaft and chain 
sprocket: The engine thus keeps 
on running. Now, the chain saw 
can be started without danger and 
with engaged brake, or can be 
carried from tree to tree with the 
engine running. In both cases the 
chain is effectively stopped by the 
STIHL Quick-Stop system. 


Less wear by STIHL 
Oilomatic chain. 


The STIHL Oilomatic and the new 
Oilomatic-S chain provide better 
and more reliable lubrication. An 
oil groove, which is pressed into 
each drive link, guides the lubri- 
cant precisely to the parts with 
most wear: At moving surfaces 
and rivet joints. Thus these parts 
are steadily moving in an “oil 
bath’’. This means considerable 
reduction of wear. Chain, guide 
bar and chain sprocket also have 
a longer service life. 
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Regardless of the job = 

you will find exactly the right saw 
in the STIHL line. 
For example light and handy limbing saws, 
or universal models 
in the middle range or class. 


STIHL 020 AV 

The lightest and easiest handling 
AV-saw in the world, For farm- 
ers, gardeners and do-it-yoursel- 
fers. Also great for limbing and 
for felling small timber. 

2 HP (DIN), 9,7 Ibs. (4 kgs.) with 
12” (30 cm bar) and chain. Bar 
lengths: 12" and 14” (30 and 

35 cm) with star nose: 12” and 
14" (30 and 35 cm). 


STIHL 020 AVP 

The lightest professional-type 
chain saw with anti-vibration sys- 
tem. A small and handy chain 
saw for forestry and farming, for 
clearing and cultivating, for thin- 
ning in small timber and for 
pruning in medium timber. Also 
very popular for felling and limb- 
ing of small timber. 

2 HP (DIN), 9,9 Ibs. (4,5 kgs.) with 
12" (30 cm) bar and chain. Bar 
lengths: 12" and 14” (30 and 

35 cm) with star nose 12" and 
14” (30 and 35 cm) 


STIHL 031 AV 

Another light and handy chain 
saw for forestry and farming. For 
felling and cutting of medium 
sized timber, for thinning and 
limbing. With an especially large 
muffler to make this saw very 
quiet. 

The STIHL 031 AV can be pur- 
chases with the STIHL “‘Quick- 
Stop”’ safety device if so desired. 
3,2 HP (DIN), 14,7 Ibs. (6,7 kgs.) 
with 15” (37 cm) bar and chain 
Bar lengths: 14, 16, 18 and 20” 
(35, 40, 45 and 50 cm) with star 
nose: 13, 15, 16 and 18"’ (33, 37, 
40 and 45 cm). 


STIHL 041 AV 

A more powerful, moderately 
lightweight chain saw. It is used 
as a limbing, thinning and felling 
saw in small and medium sized 
timber. The universal saw for 
farmers. b 

STIHL 041 AV electronic — the es- 
pecially reliable version of the 
above chain saw with electronic 
ignition, that makes this saw im- 
pervious to water, dirt and tem- 
perature changes. 

4 HP (DIN); STIHL 041 AV 

16,7 Ibs. (7,6 kgs.); STIHL 041 AV 
electronic 16,9 Ibs. (7,7 kgs.) with 
16” (40 cm) bar and chain. Bar 
lengths: 14, 16, 18, 20, 25 in. (35, 
40, 45, 50 and 63 cm) with star 
nose: 13, 14, 16 and 18”’ (33, 37, 
40 and 45 cm). 


STIHL 045 AV 

A big power ‘‘all round’’ saw for 
use in difficult and hard access 
area. Designed as a felling saw 
for medium and heavy timber, 
the STIHL 045 AV is also very 
suitable for limbing, due to its 
ease of handling, and its very 
popular weight and balance rela- 
tionship. 

STIHL 045 AV electronic — like 
the above, and most reliable 
even in extreme climatic condi- 
tions. 

5 HP (DIN); STIHL 045 AV, 

17,4 Ibs. (7,9 kgs.); STIHL 045 AV 
electronic 17,8 Ibs. (8,1 kgs.) with 
18" (45 cm) bar and chain. Bar 
lengths: 14, 16, 18, 20 and 25” 
(35, 40, 45, 50 and 63 cm) with 
star nose: 13, 15, 16 and 18”' (33, 
37, 40 and 45 cm) 


STIHL 051 AV 


STIHL big timber 
saws are used in 
heavy timber areas. 
Handles all 
problems even in 
hardest timber. 


STIHL 090 G 

A super-power, heavy-duty, gear 
driven production saw for 
rugged, big timber. The 2:1 gear 
ratio doubles the lugging capaci- 
ty of this saw. Even the toughest, 
most demanding jobs are easily 
handled thru its big power 
reserve motor. 

6,5 HP (DIN), 33,7 Ibs. (15,3 kgs.) 
with 30” (75 cm) bar and chain. 
Bar lengths: 25, 30, 36, 42, 48 
and 60" (63, 75, 90, 105, 120 and 
150 cm). 


STIHL 090 G 


STIHL 051 AV 


A powerful production chain saw 


for felling in medium to heavy 
timber. 


5,8 HP (DIN), 23,7 Ibs. (10,8 kgs.) 


with 21"' (653 cm) bar and chain. 
Bar lengths: 14, 17, 21, 25 and 
30" (35, 43, 53, 63 and 75 cm) 
with star nose: 17’' 43 cm). 


STIHL 070/090 AV 


Two migthy power, heavy-duty 
saws for professional cutters in 
heaviest and hardest timber 
STIHL 070 AV, 6,5 HP (DIN) 

28 Ibs. (12,9 kgs.) with 21" 

(53 cm) bar and chain. Bar 
lengths: 17, 21, 25, 30 and 36" 
(43, 53, 63, 75 and 90 cm). 
STIHL 090 AV, 8,5 HP (DIN), 
32,5 Ibs. (14,8 kgs.) with 25" 

(63 cm) bar and chain. Bar 
lengths: 17, 21, 25, 30, 36, 42, 48 
and 60" (43, 53, 63, 75, 90, 105, 
120 and 150 cm). 


STIHL 070/090 AV 


STIHL E 15 


STIHL E 30 


STIHL electric saws 
are popular both in 
saw mills and with 
carpenters and 


construction 


workers. Asaw for 


small and large 
projects. 


STIHL E 15 


A very handy and practical elec- 
tric saw, which needs no special 
power circuit, but works on con- 
ventional plug-in 220 or 110 volts 


alternating current. For light 


building and carpentry and also 


popular home use and do-it- 
yourselfers. 

2,6 HP (DIN), (1,9 kW), 19,8 Ibs. 
(9 kgs.) without wire with 16” 
(40 cm) bar and chain. Bar 
lengths: 14 and 16" (36 and 
40 cm). 


STIHL E 30 

A three-phase electric saw for 
the timber and construction in- 
dustry. Available in three 
models: 

Model 4000 — 3,0 HP (DIN), 

(2,2 kW), 3,3 Ibs. (14,2 kgs.), 
Model 4010 — 3,7 HP (DIN), 

(2,7 kW), 35,3 Ibs. (16,0 kgs.) 
Mode! 4040 — 5,4 HP (DIN) 

(4,0 kW) high speed frequency, 


STIHL 08 S 


The engine of the STIHL 08 S is the 
power unit for these illus- 

trated construction and forestry tools. 
At very low cost you can 

own a complete range of power tools. 


STIHL 08 S 

A handy and rugged chain saw 
for forestry and farming use. Its 
power head is constructed in 
such a way that you can also 
drive the following variety of at- 
tachments: 

3,4 HP (DIN), 17,8 Ibs. (8,1 kgs.) 
with 17”' (43 cm) bar and chain 
Bar lengths: 14, 17, 21 and 25” 
(35, 43, 53 and 63 cm) with star 
nose: 17”’ (43 cm). 


STIHL TS-08 

A versatile cut-off saw with the 
rugged 08 S power head. Cuts 
steel, electron, copper, brass, 
zinc, cast iron, tiles, ceramics 
and cement pipes, asphalt, con- 
crete, asbestos-cement, lime- 
stone, sandstone and much 
more. 

3,4 HP (DIN), 22 Ibs. (10,0 kgs.) 
Cutting depth: up to 4'' (100 mm). 


STIHL TS 08 
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STIHL 4308 

Two-man earth auger. Available 
as attachment for 08 S power unit 
or as complete unit. For vertical 
drilling and with special carriage 
for horizontal drilling. 

3,4 HP (DIN) 46,2 Ibs. (21,0 kgs.) 
without drilling tools. 

Vertical drilling: 3,6” to 10” 
(90-250 mm) in diameter up to 
3,3 to 10 ft. (1 to 3m) depth 
Horizontal drilling: 3.6, 4.8 and 
6" (90, 120 and 150 mm) in diame- 
ter, 26 to 33 ft. (8 to 10 m) drilling 
length 


STH S09 


STIHL FS 08 

Brushcutter with AV-system. 
Available with circular saw blade 
or with rotary knife. Can be sup- 
plied either as an attachment to 
the 08 S powerhead or as a com- 
plete unit. 

3,4 HP (DIN) 28,1 Ibs. (12,8 kgs.) 
Circular saw blade 12”' or 10" 
(300 mm or 250 mm) in diameter 
with carrying guard and limit 
stop. Steel rotary knife with pro- 
tection guard 


STIHL 4308 


STIHL 4309 

One-man drill for easy boring 
jobs. Either available as boring 
attachment with gear or as a 
complete assembly. 

3,5 HP (DIN) 28,6 Ibs. (13 kgs.) 
without drilling tools. 


Local municipalities, fire departments ‘ ; I 
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STIHL TS 50 


STIHL TS 50 

A powerful cut-off machine which 
cuts metal and stone in an ex- 
tremely short time. This machine 
is equipped with the approved 
STIHL AV-handle, which ab- 
sorbes most vibration from motor 
and cutting blade. 

The STIHL TS 50 can be easily 
converted into a chain saw with 
only a few manipulations. 

5,4 HP (DIN), 28,6 Ibs. (13,2 kgs.). 
Cutting depth 4 in. (100 mm). 


STIHL SG 17 

The light weight versatile mist 
blower with high performance. It 
can be easily converted into a 
duster and granule spreader. For 
flaming and de-icing we are offer- 
ing a flaming attachment. 

3 HP (DIN) 17,6 Ibs. (8 kgs.) 
without spray liquid. 


STIHL SG 17 


STIHL FS 20 

A brushcutter with a more 
powerful engine and AV-handle 
system. approx. 4 HP (DIN), 
26,9 Ibs. (12,2 kgs.). 


STIHL HS 200 

A powerful hedge-trimmer that 
does not need to rely on electric 
power. The AV-handle, practical- 
ly absorbs most vibrations of the 
motor and cutting knives. 

STIHL HS 200 is also available as 
an attachment HS 202 for the 
STIHL 020 AV and 020 AVP chain 
saws 

2 HP (DIN), 11,8 Ibs. (5,4 kgs.), 
cutting length: 24”' (60 cm). 


STIHL HS 200 


STIHL TS with carriage 
STIHL cut-off saws are among 
the most popular tools used in 
the road construction. Since 
working on the ground, in a bent 
position is very tiring, STIHL 
developed the ‘‘cutting carriage” 
onto which the TS 08 can be 
mounted with a few manipula- 
tions. 

The operator can now work com- 
fortably in upright position, can 
easily control the job situation 
and does not fatigue as easily. 
The cutting carriage permits cut- 
ting exactly to the inch and even 
the cutting depth can be precise- 
ly controlled. 
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STIHL ES 120 


Many saw mills, veneer, plywood 
and parquet flooring plants have 
the tilting saw ES 120 integrated 
into the flow of material on their 
landing as a cut-off saw. Its spe- 
cial advantage: Big cutting effi- 
ciency up to a log of 83” (210 cm) 
diameter and excellent cutting 
accuracy — thus avoiding wood 
loss. 

50 Hz., 380 V (current), 15 HP 
(DIN), (11 kW). 

Cutting lengths: 42, 50, 58, 69 
and 83” (105, 125, 145, 175 and 
210 cm). 


STIHL Oilomatic-S 

When bucking, or limbing, 

the saw sometimes has occasion 
to suddenly kick back. To help 
avoid this, the new Oilomatic-S 
safety chain is provided with a 
newly developed safety link 
located in front of each cutter. 
This safety link supports the ac- 
tion of the depth gauge on the 
guide bar nose, thus providing a 
smoother cut to avoid kick-back. 
Important: A plus-feature of the 
Oilomatic safety chain is that it 
does not reduce cutting efficien- 
cy. 


STIHL chain plastic boxes 
STIHL Oilomatic chains are 
packed in practical, re-usable, 
clear plastic boxes. 

These boxes are gasoline and 
oil-proof and therefore can also 
be used for chain maintenance 
(oil bath). 


Made in ul-Germany 


STIHL Rollomatic 

A star-nosed roller in the guide 
bar carries the chain around the 
bar tip. This lowers the chain 
drag and friction and decreases 
the wear of guide bar, chain and 
sprocket. 


STIHL Duromatic 

The reliable solid type of guide 
bar made from special wear- 
resistant steel. Induction har- 
dened guide rails and gliding 
surfaces, as well as the addi- 
tional stellite tipping at the main 
wearing points of the bar, pro- 
vide longer service. 

Duromatic and Rollomatic guide 
bars are super-galvanized and 
therefore rust resistant. 


STIHL HOS 

A semi-automatic electric chain 
sharpener for chipper chain. Its 
220 volts-single-phase alternat- 
ing current motor plugs into a 
regular socket. 

50 Hz., 0,25 HP (DIN), (0,15 kW). 
The engine also can be supplied 
for a current of 110 V/60 Hz. 


STIHL USG 

This universal chain sharpener 
has mainly been developed for 
sharpening scratcher chain of all 
kinds. However, with a few 
changes, it can also be convert- 
ed to sharpening chipper chain. 
220 volt single-phase alternating 
current motor for regular sock- 
ets. 50 Hz., 0,25 HP (DIN), 

(0,15 kW). 

The motor can also be supplied 
for current of 110 volt60 Hz. 


We have already introduced the 
main factory. STIHL also pro- 
duces its products in two addi- 
tional plants and a third is under 
construction. 


Plant Il 

Plant Il is also located in the 
Neustadt-Waiblingen area, about 
one mile (2 km) from Plant I. 
Here, we mainly manufacture 
guide bars and chains, but also 
assemble the STIHL earth augers 
and drills 


Plant Ill 

Plant II at Wiechs/am Randen, 
near the Swiss border provides 
additional capacity for chain pro- 
duction. 

However, at present Plant Ill has 
reached its full capacity. Approx- 
imately 60 additional employees 
will be working in the new plant 
(our drawing) 


Plant IV 

At Priim/Eifel, near the famous 
“Nurburgring’’ race track, STIHL 
has built Europe's most modern 
die-casting factory. Here, by 
means of nearly total automatic 
production, most of the die-cast 
components for the different 
STIHL tools are manufactured 
Plant IV makes the STIHL opera- 
tions practically independent 
from reliance upon subcontrac- 
tors in the die-cast field. 


STIHL American, Inc. 
STIHL Motorsagen 


107 Bauer Drive 705 Waiblingen 
Oakland, New Jersey 07436 


Telephone 201-337-0211 
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